


Unit B / 33 Machinery Drive
Tweed Heads South NSW 2486

All correspondence to:

PO Box 3218

Tweed Heads South DC 2486
Telephone: 07 5523 9922

ki fakiTesting, Sai il (Vibrotora) s s Fax: 07 5523 9822
ABN 44 3 Email: mazlab@norex.com.au
Certificate of Test Results - Chromium Reducible Sulphur lssued:  26/3/07,3:05 PM
Ref. No. : PEN1483 Project .  Cnr. Pacific Hwy & Teven Rd. (PE191.07), Ballina for Precise Enviromental
Ref. Date Description Reactions | Density Scr TAA ANC | Liming
No. I.D. | sampled Poone | wmd) | iy, | molken)| molHeny | Snas | Rate
[Tested Shell Size | M/C (%) (%S) %S | (mol H+n | (Ka/dry )
B .00- dy CLAY (CH), & - i -
8640 Dggo 0K 21/03/2007 g::r\l:r? with sifl. mLig:.E R Slight i 5.7 7 5 nil
23/03/2007 Nl 255 0.01 | 0.01
.00- c SAND (5C), & - i -
864250 | 21032007 [ o .| Siant | iy 3 2 il
23/03/2007 Nl 273 0.00 | 0.00
.00- ND (SP), i ined, =
8644 g?go 40D 21/03/2007 iﬁh sill(. lralced:‘fkc?ar:.yv}—r:giglr.amea Madarala a 6.0 169 2 13.3
23/03/2007 Kl 29.1 0.27 | 0.00
86463 00° 00 | 21/0312007 | S SLAY ICH). dark grey. Wace of |~ Sirong - s | 579 0 L3 -
23/03/2007 Nil 54.3 0.93 0.00

Test method follows procedures described in Acid Sulfate Soils Laboratory Methods Guidelines - Version 2.1

Liming rale is calculated from SCr + TAA using a supplied combined safety and neutralising factor of 155.0% and composite action
level of 18malH+/t. ie. TAA + (Nas X 0.75) + Scr - (ANC / safely factor).
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